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Installation Sheet F1

Horizontal Fixing Brackets - Suspended & Wall Fixing

Busbar Trunking 63A to 160A
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Installation Sheet F2 Issue 1
Part no. 450790
End Cap

Busbar Trunking 63A to 160A = E—L—IHR-WAJ g
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OPEN END BUSBAR TRUNKING

Busbar trunkin
— g

Outlet

Securely tighten all 6 nuts
to integral bolts

END CAP ISTO CLOSE OPEN END
OF LAST LENGTH OF BUSBAR
RUN LEFT OR RIGHT



Installation Sheet F3
Vertical and Rising Main

Busbar Trunking 63A to 160A

Issue 1
part no. 450800
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Busbar trunking

Securely fix
bracket to surface

iy

7
4

Open outlet door
to insert Tap Off

Tap off unit
L cable connection
point downwards

Bull tap off shown

MMJ328 Fixing
bracket 2 per 3m _
Busbar length Tighten bolts

D; until gripping
position so as notto =} — bar holds Busbar

interfere with outlets (
to be used . trunking securely
ain to wall bracket

+— Feed access lid

Feed Units
| MMAB3LF
MMB100LF
.| MMC160LF

MMJ328 Vertical
Fixing Bracket

Bolt or screw fix
vertical fixing bracket
to surface using all
4 fixing positions

/Busbar trunking

Integral fixing bolts

Remove nuts

7

Align busbar flange
bolt holes with bolts

Q@[ and insert
B

/Busbar trunking

1

Replace nuts and fully
tighten all 6 nuts onto
integral bolts
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